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1.0 PAR16

Ø16

use pin to
make hole, 
not a knife

TYPE

OUTSIDE Ø

CONDUCTION
SECTION

CABLE 

min 1.5mm
max 2.6mm

C

ROUND

1.5mm2
0.75mm2

A

min 6.8mm
max 8.9mm

2or3x 0.75mm2

2or3x 1.0mm2

2or3x 1.5mm2

ROUND
H05RN-F

H07RN8-F
H07RN-F

B

ROUND
H05RN-F

2or3x 0.75mm2

2x 1.0mm2

min 5mm
max 6.8mm

Always use a matching grommet in the 
overview table.

ø114 ø114
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DIMENSIONS
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Push the grommet 
into the back plate.

Pull the cable through 
the back plate.

Mount the back plate
on the wall.

1.0 LED 1.0 PAR16

MOUNTING INSTRUCTION

For LED: remove the mounting base from the LED module by loosening the socket 
screws and mount it on the ceiling with screws (screws are not included).
For PAR16: directly mount the mounting base on the ceiling with screws (screws are 
not included).

POWER CONNECTION
Connect to 220-240V. Connect the earth cable. PAR16 version
LED version

For LED: always use a matching grommet based on the used 220-240V cable and 
the corresponding type in the overview table.

For LED: attach the LED housing on the base by fixing the two socket screws.

For LED: attach the cover to the LED housing by screwing the locking ring.
For PAR16: attach the cover to the base by screwing the locking ring.

OPTIONAL:
Inner cover: put the inner cover in the outer cover by screwing. 
With inner cover: max. 10W. (In this case the locking ring is no longer needed.) P
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